
CHARACTERISTICS TEST METHOD METRIC

Width 14mm

Thickness 3mm

Density ISO 1183 0.94 g/cm3

Tensile Strength DIN 53455 5 Mpa

Elongation DIN 53 455 ISO 1133 MRF (190°C/2.16 kg) 2.0 

g/10min

Melting Point D 1525 Internal: 87° C Where 

material starts to soften: 

65°C

Brittle Point D746 < -80°C

Material Details

The information on physical and chemical characteristics is based upon tests believed to be reliable. The values are intended only as a source of

information. A legally binding guarantee of specific properties is not to be inferred from our specifications. They are given without guaranty and do

not constitute a warranty. The purchaser should independently determine, prior to use, the suitability of this material for his/her specific purpose.

(Data represents averages and is not intended for use as a specification.)

Technical Data Sheet

VorTexTM Gasket

Part Number Size

VCG5X50
Consists of 1 Box containing 5 spools that are each 164’ long.  

Each unit consists of a box totaling 820’.  

VCG100 Consists of 1 spool that is 492’ long.  This SKU is available while 

supplies last.

Available Roll Sizes

VorTex™ Gasket is a PVC gasket that is designed for use with VorTex fabrics in SEG frame 

systems. VorTex Gasket contains an integrated sewing line to aid in the finishing of fabrics.  

The product is 14 mm x 3mm and comes in boxes containing 5 spools that are each 164’ long.  

Special widths, thicknesses and lengths are available by special request and are subject to 

minimum order quantities and lead times.
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